Vbc 1700V

IF 150A

TJ,max 175°C

Applications

- Welding equipment

. Uninterruptible power supply (UPS)
.- High frequency power supply

. Induction heating

- High speed rectifiers

Features

. SiC Schottky Diode
- Zero reverse recovery
- Zero forward recovery
- Temperature independent switching behavior
- Positive temperature coefficient on Vr
| I - Very low stray inductance
{ . : N - - Low forward voltage
1 2 : 3 . Isolated package (F2)
. Low noise switching
- RoOHS compliant

Circuit

B Absolute Maximum Ratings (T;=25°C unless otherwise specified)

PARAMETER SYMBOL TEST CONDITIONS VALUE UNIT
Peak Repetitive Reverse Voltage VrrM T,;=25°C 1700 \Y
DC Blocking Voltage Vpc T,=25°C 1700 \
Tc=25°C, T;,=175°C 185
Continuous Forward Current I Tc=70°C, T,=175°C 150 A
Tc=135°C, T,=175°C 85
Non-Repetitive Peak Forward Surge Current Irsm Tc=25°C, Tp=10ms, Half Sine Wave 1090 A
I’t Value JIzdt Tc=25°C, Tp=10ms 5940 A’s
Power Dissipation Prot Tc=25°C 585 W
Operating Junction Temperature Tsop -40...175 °C
Storage Temperature Tstc -40...125 °C
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Fig7. Typical Capacitance Stored Energy

Fig8. Transient Thermal Impedance
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B Package Outline Information

CASE: F2
23 25
" mn gn go
ol ; \ ! i -
4] —'—| l_‘_l
= : Y =5 B
e J
Udl | : ]
|
13
i L f
. ! i .
l
i}
B
o
Dimensions in mm
5/6
S-SIC429 Yangzhou Yangjie Electronic Technology Co., Ltd. www.21lyangjie.com

Rev.1.0,07-Jul-25



yf MB150C17F2

Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves
the right to make changes without notice for the specification of the products displayed herein to improve reliability, function or
design or otherwise.

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used
with equipment or devices which require high level of reliability and the malfunction of with would directly endanger human life
(such as medical instruments, transportation equipment, aerospace machinery, nuclear-reactor controllers, fuel controllers and
other safety devices), Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from
such improper use of sale.

This publication supersedes & replaces all information previously supplied. For additional information, please visit our website
http:// www.21yangjie.com , or consult your nearest Yangjie's sales office for further assistance.
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